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NOTES:

1. CONTRACTOR SHALL FIELD VERIFY LOCATION AND ELEVATIONS OF ALL EXISTING
UNDERGROUND UTILITIES.

2. CONTRACTOR SHALL FIELD VERIFY ALL BUILDING DIMENSIONS PRIOR TO ANY
CONSTRUCTION.

3. GOPHER STATE ONE CALL DAMAGE PREVENTION SYSTEM FOR BURIED UTILITIES.
1-800-252-1166.

4. THE LOCATIONS AND ELEVATIONS OF THE EXISTING UTILITIES SHOWN HEREIN
ARE APPROXIMATE.  THEY HAVE BEEN PLOTTED FROM AVAILABLE SURVEYS AND/
OR RECORDS.  THE CONTRACTOR IS RESPONSIBLE TO ENSURE THAT ANY
EXISTING UTILITIES (SHOWN OR NOT SHOWN) ARE NOT DAMAGED DURING
CONSTRUCTION.
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NOTES:

1. CONTRACTOR SHALL FIELD VERIFY LOCATION AND ELEVATIONS OF ALL EXISTING
UNDERGROUND UTILITIES.

2. CONTRACTOR SHALL FIELD VERIFY ALL BUILDING DIMENSIONS PRIOR TO ANY
CONSTRUCTION.

3. GOPHER STATE ONE CALL DAMAGE PREVENTION SYSTEM FOR BURIED UTILITIES.
1-800-252-1166.

4. THE LOCATIONS AND ELEVATIONS OF THE EXISTING UTILITIES SHOWN HEREIN
ARE APPROXIMATE.  THEY HAVE BEEN PLOTTED FROM AVAILABLE SURVEYS AND/
OR RECORDS.  THE CONTRACTOR IS RESPONSIBLE TO ENSURE THAT ANY
EXISTING UTILITIES (SHOWN OR NOT SHOWN) ARE NOT DAMAGED DURING
CONSTRUCTION.

REMOVE  CONCRETE PAVEMENT

REMOVE  CRUSHED ROCK
LANDSCAPING

REMOVE BITUMINOUS
PAVEMENT

REMOVE CONCRETE AT
EXPANSION JOINT

REMOVE CONCRETE AT
EXPANSION JOINT

REMOVE CONCRETE HEATING SYSTEM, DOCUMENT,
CAP AND PROTECT WHERE IT EXITS THE BUILDING.
SEE MECHANICAL PLANS. COORDINATE SHUT OFF
WITH VA.

ADJUST GATE VALVE BOX

ADJUST GATE VALVE BOX

0 10' 20'

REMOVE BITUMINOUS
PAVEMENT

REMOVE CONCRETE SIDEWALK

SAWCUT CONCRETE SIDEWALK

REMOVE 10 LF
CURB AND GUTTER

PROTECT GATEVALVE

SAWCUT CONCRETE CURB AND
GUTTER

CONSTRUCTION SEQUENCING:

1. WORK FOR STORM SEWER CROSSING WILL BE DONE ON TWO CONSECUTIVE
SATURDAYS.

2. CONTRACTOR TO COORDINATE WITH C.O.R. FOR PROPOSED WORK DATES.

FIRST SATURDAY

· SAWCUT BITUMINOUS, CONCRETE SIDEWALK, AND CURB AND GUTTER.
BITUMINOUS, CONCRETE SIDEWALK AND CURB AND GUTTER TO BE REMOVED.

· PIPE CONNECTED TO EXISTING STRUCTURE AND INSTALLED ACROSS DRIVE.
· PIPE WILL BE BACKFILLED AND COMPACTED TO WITHIN 1.0' OF FINISHED

GROUND. TOP 1.0' WILL BE FILLED WITH CLASS 5 AND COMPACTED. CURB AND
GUTTER WITH BE POURED.

· CONTRACTOR WILL MAINTAIN GRAVEL CROSSING UNTIL BITUMINOUS PATCH IS
PLACED.

SECOND SATURDAY

· TOP 4" OF CLASS 5 WILL BE DUG OUT TO FINISHED CLASS 5 GRADE. CLASS 5
WILL BE TOLERANCED AND COMPACTED.

· BITUMINOUS PATCH PLACED AND STRIPING COMPLETED.
· CONTRACTOR TO PROVIDE TRAFFIC CONTROL.

SEE CONSTRUCTION SEQUENCING
NOTE

SEE CONSTRUCTION SEQUENCING
NOTE
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CT SCANNER TRAILER
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ELECTRICAL TRENCH. SEE
ELECTRICAL SITE PLAN

SANITARY SERVICE BOX

WATER SERVICE BOX

CONNECT TO EXISTING CONCRETE
HEATING SYSTEM. SEE MECHANICAL

NEW CONCRETE

NEW CONCRETE

SUPPORT PAD TRENCH DRAIN
128.83

1 5
. 0

0

29.27

12
.0

0

20.63

47.00

8' CHAIN LINK FENCE

CONSTRUCTION FENCE

CONCRETE WITH HEATING SYSTEM

BUILDING DOWNSPOUT SHALL
BE PROTECTED AT ALL TIMES

THROUGHOUT THE DURATION
OF THE PROJECT

20.00

31
.5

7

NOTES:

1. CONTRACTOR SHALL FIELD VERIFY LOCATION AND ELEVATION OF ALL UNDERGROUND
UTILITIES PRIOR TO ANY CONSTRUCTION. CALL GOPHER STATE ONE CALL: 1-800-252-1166.

2. 8' CHAIN LINK CONSTRUCTION FENCE SHALL BE PROVIDED BY THE CONTRACTOR  (SEE
DETAIL 4/C7.1) CONTRACTOR SHALL COORDINATE ACCESS THROUGH CONSTRUCTION FENCE
WITH DAILY CONSTRUCTION ACTIVITY. ALL ENTRANCES/OPENINGS SHALL BE ENCLOSED AT
ALL TIMES AND MONITORED FOR PASSAGE OF EQUIPMENT.

3. CONSTRUCTION LIMITS ARE TO ENCOMPASS PROJECT AREA, EQUIPMENT AND MATERIALS
STORAGE/STAGING, AND CONTRACTOR PARKING. NO OTHER AREAS WILL BE MADE
AVAILABLE TO THE CONTRACTOR FOR THESE PURPOSES DURING THE COMPLETION OF THE
PROJECT.

4. ACCESS TO EXISTING DOORS (POINTS OF EGRESS) TO BE MAINTAINED AT ALL TIMES TO THE
EXTENT FEASIBLE. COORDINATE CHANGES IN ACCESS WITH COR.

5. ALL OPEN TRENCHES SHALL BE BACKFILLED AT THE END OF EACH WORKING DAY. NO OPEN
TRENCHES ALLOWED OVERNIGHT.

6. ALL EXCESS SOILS SHALL BE REMOVED FROM SITE.

7. MUST MAINTAIN ACCESS FOR EMERGENCY VEHICLES.

8. VA MUST BE NOTIFIED OF ANY CONSTRUCTION ACTIVITY THAT INVOLVES EXCESSIVE VIBRATION.
HIGHLY SENSITIVE MEDICAL EQUIPMENT ADJACENT TO SITE.

MAN GATE

EQUIPMENT GATE

0 10' 20'

CONCRETE SIDEWALK

BITUMINOUS PAVEMENT
CURB AND GUTTER
(MATCH EXISTING)

CONSTRUCTION SEQUENCING:

1. WORK FOR STORM SEWER CROSSING WILL BE DONE ON TWO CONSECUTIVE
SATURDAYS.

2. CONTRACTOR TO COORDINATE WITH C.O.R. FOR PROPOSED WORK DATES.

FIRST SATURDAY

· SAWCUT BITUMINOUS, CONCRETE SIDEWALK, AND CURB AND GUTTER.
BITUMINOUS, CONCRETE SIDEWALK AND CURB AND GUTTER TO BE REMOVED.

· PIPE CONNECTED TO EXISTING STRUCTURE AND INSTALLED ACROSS DRIVE.
· PIPE WILL BE BACKFILLED AND COMPACTED TO WITHIN 1.0' OF FINISHED

GROUND. TOP 1.0' WILL BE FILLED WITH CLASS 5 AND COMPACTED. CURB AND
GUTTER WITH BE POURED.

· CONTRACTOR WILL MAINTAIN GRAVEL CROSSING UNTIL BITUMINOUS PATCH IS
PLACED.

SECOND SATURDAY

· TOP 4" OF CLASS 5 WILL BE DUG OUT TO FINISHED CLASS 5 GRADE. CLASS 5
WILL BE TOLERANCED AND COMPACTED.

· BITUMINOUS PATCH PLACED AND STRIPING COMPLETED.
· CONTRACTOR TO PROVIDE TRAFFIC CONTROL.

SEE CONSTRUCTION
SEQUENCING NOTE

56.65

B612 CURB W/
RAILING

(2) CONCRETE
STEPS

CATCH BASIN

(2) CONCRETE STEPS

RAISED CONCRETE
RETAINING WALL

10.00

17
8.

11

BITUMINOUS PAVEMENT

SEE ARCHITECTURAL
FOR RAILING DETAIL

SALVAGE AND
RE-INSTALL RAILING

EXTEND RAILING
(SEE ARCHITECTURAL)

EXTEND RAILING
(SEE ARCHITECTURAL)

TRUNCATED DOMES
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= EXISTING HYDRANT

= EXISTING CURB STOP

= EXISTING GATE VALVE

= EXISTING SANITARY MANHOLE

= EXISTING CLEANOUT

= EXISTING STORM MANHOLE

= EXISTING CATCH BASIN

= EXISTING CULVERT APRON

= EXISTING WATER LINE

= EXISTING SANITARY LINE

= EXISTING STORM LINE

GENERAL NOTES:

1. THE LOCATIONS AND ELEVATIONS OF THE EXISTING UTILITIES SHOWN HEREIN
ARE APPROXIMATE.  THEY HAVE BEEN PLOTTED FROM AVAILABLE SURVEYS AND/
OR RECORDS.  THE CONTRACTOR IS RESPONSIBLE TO ENSURE THAT ANY EXISTING
UTILITIES (SHOWN OR NOT SHOWN) ARE NOT DAMAGED DURING CONSTRUCTION.

2. CONTRACTOR SHALL FIELD VERIFY LOCATION AND ELEVATIONS OF ALL EXISTING
UNDERGROUND UTILITIES.

3. CONTRACTOR SHALL FIELD VERIFY ALL BUILDING DIMENSIONS PRIOR TO ANY
CONSTRUCTION.

4. ELECTRICAL SERVICE TRENCH SHALL BE A HEAVY DUTY BOLTED TRENCH R-4999-CX
WITH A TYPE D SOLID LID.

5. WATER SERVICE PIPE SHALL BE 1" HDPE PIPE. BURY AT THE LOCATIONS
IDENTIFIED ON THE PLAN.

6. ALL WATER PIPING SHALL BE BURIED A MINIMUM OF 8'.

7. WATER SERVICE CURB STOP SHALL BE BC22-444SW-NL OR BC44-444-SWM-NL

8. SEE WATER DETAILS SHEET FOR ADDITIONAL INFORMATION, SPECIFICATIONS AND
DETAILS.

9. MAINTAIN A MINIMUM OF 10' OF SEPARATION BETWEEN SANITARY SEWER LINES
AND WATER LINES.

10. SANITARY SEWER SERVICES SHALL HAVE A MINIMUM OF 1.00% GRADE

11. SEE SEWER DETAILS SHEET FOR ADDITIONAL INFORMATION, SPECIFICATIONS AND
DETAILS.

12. WHERE THE WATER SERVICE PIPE MUST CROSS THE BUILDING SEWER, THE
BOTTOM OF THE WATER SERVICE PIPE LOCATED WITHIN TEN FEET OF THE
POINT OF CROSSING SHALL BE AT LEAST 12 INCHES ABOVE THE TOP OF THE
SEWER, EXCEPT WHERE THIS IS NOT FEASIBLE, THE SEWER SHALL BE OF CAST
IRON OR PLASTIC 6A, 6B, 6C(2), 6C(3), OR 6C(4) (part 4715.0420, subpart 3) FOR
AT LEAST TEN FEET ON EITHER SIDE OF THE CROSSING.

13. GOPHER STATE ONE CALL DAMAGE PREVENTION SYSTEM FOR BURIED UTILITIES.
1-800-252-1166

= PROPOSED HYDRANT

= PROPOSED CURB STOP

= PROPOSED GATE VALVE

= PROPOSED SANITARY MANHOLE

= PROPOSED CLEANOUT

= PROPOSED STORM MANHOLE

= PROPOSED CATCH BASIN

= PROPOSED CULVERT APRON

= PROPOSED WATER LINE

= PROPOSED SANITARY LINE

= PROPOSED STORM LINE

D

l

UTILITY LEGEND

l

>
>>14 LF 1" WATER SERVICE
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19 LF 4" SANITARY SERVICE

CONNECT TO EXISTING
SANITARY LINE

1' WIDE ELECTRICAL TRENCH

12" x 32' TRENCH DRAIN WITH
BOLTED GRATE COVER
RIM: 1050.10
NEENAH R-4999-CX
TYPE A GRATE (SEE DETAILS)

1" CURB STOP WITH CASTING

HEATED CONCRETE AREA

DESIGN-H CATCH BASIN
RIM:1049.12
12" INV (S): 1045.01

CONNECT EXISTING TO NEW
DESIGN - H CATCH BASIN

RIM: 1046.75
INV: 1044.66

CONNECT TO EXISTING WATER MAIN

0 10' 20'

4" SCH 40 PVC CONNECTING ELEC.
TRENCH TO TRENCH DRAIN

CONNECT TO EXISTING STORM MANHOLE
RIM: 1046.41
INV: 1043.78

177 LF 12" RCP @ 0.5% MIN

40 LF 12" RCP @ 0.5%MIN

31 LF 12" RCP @ 0.50% MIN

CONSTRUCTION SEQUENCING:

1. WORK FOR STORM SEWER CROSSING WILL BE DONE ON TWO CONSECUTIVE
SATURDAYS.

2. CONTRACTOR TO COORDINATE WITH C.O.R. FOR PROPOSED WORK DATES.

FIRST SATURDAY

· SAWCUT BITUMINOUS, CONCRETE SIDEWALK, AND CURB AND GUTTER.
BITUMINOUS, CONCRETE SIDEWALK AND CURB AND GUTTER TO BE REMOVED.

· PIPE CONNECTED TO EXISTING STRUCTURE AND INSTALLED ACROSS DRIVE.
· PIPE WILL BE BACKFILLED AND COMPACTED TO WITHIN 1.0' OF FINISHED

GROUND. TOP 1.0' WILL BE FILLED WITH CLASS 5 AND COMPACTED. CURB AND
GUTTER WITH BE POURED.

· CONTRACTOR WILL MAINTAIN GRAVEL CROSSING UNTIL BITUMINOUS PATCH IS
PLACED.

SECOND SATURDAY

· TOP 4" OF CLASS 5 WILL BE DUG OUT TO FINISHED CLASS 5 GRADE. CLASS 5
WILL BE TOLERANCED AND COMPACTED.

· BITUMINOUS PATCH PLACED AND STRIPING COMPLETED.
· CONTRACTOR TO PROVIDE TRAFFIC CONTROL.

SEE CONSTRUCTION SEQUENCING NOTE

MNDOT 48-4020 MANHOLE
RIM:1050.10
8" INV (S):1049.00
12" INV (SW,N): 1044.86
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1050.68

1049.53

1050.20

1050.20 1050.49

1050.54
1050.54

1048.48

1048.63

1049.93 1049.93

1049.69

XXXX.XX

GRADING LEGEND

= EXISTING MAJOR CONTOUR

= EXISTING MINOR CONTOUR

= EXISTING CONTOUR LABEL

= PROPOSED MAJOR CONTOUR

= PROPOSED MINOR CONTOUR

= PROPOSED CONTOUR LABEL

= EXISTING SPOT ELEVATION*

= PROPOSED SPOT ELEVATION*

*SPOT ELEVATIONS ALONG CURB & GUTTER AND OTHER
REVEALS ARE TO FLOWLINE, UNLESS OTHERWISE NOTED.

NOTES:

1. CONTRACTOR SHALL FIELD VERIFY LOCATION AND ELEVATIONS OF ALL EXISTING
UNDERGROUND UTILITIES.

2. CONTRACTOR SHALL FIELD VERIFY ALL BUILDING DIMENSIONS PRIOR TO ANY
CONSTRUCTION.

3. GOPHER STATE ONE CALL DAMAGE PREVENTION SYSTEM FOR BURIED UTILITIES.
1-800-252-1166.
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MATCH INTO EXISTING
CONCRETE

MATCH INTO EXISTING
CONCRETE

CONSTRUCT (2)
0.5' CONCRETE STEPS

CONSTRUCT (2) 0.5'
CONCRETE STEPS

ADJUST CASTING

ADJUST GATE
VALVES

ADJUST
GATE VALVE

CONCRETE SUPPORT PAD ELEV: 1050.20 CATCH BASIN
RIM: 1049.12

FFE: 1050.90
FFE: 1047.30

0 10' 20'

MATCH INTO EXISTING
BITUMINOUS PAVEMENT

MATCH INTO EXISTING
BITUMINOUS PAVEMENT

MATCH INTO EXISTING
CONCRETE SIDEWALK

RAISED STAIR WELL
ELEV:1050.44

GRADE SWALE TO
AREA DRAIN

TIPPED B612
CURB W/ RAILING
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NOTES:

1. ALL DISTURBED AREAS SHALL BE RESTORED WITH  SOD.

2. INLET PROTECTION SHALL BE PROVIDED ON ALL CATCH BASINS AND INLETS DOWN
GRADIENT OF CONSTRUCTION ACTIVITY.

3. PROVIDE SILT FENCE PERIMETER CONTROL AROUND ENTIRE CONSTRUCTION
ACTIVITY, AND ALL TEMPORARY STOCKPILES.

4. NO OFFSITE VEHICLE TRACKING IS PERMITTED.  STREETS SHALL BE CLEANED AND
SWEPT WHENEVER TRACKING OF SEDIMENTS OCCURS AND BEFORE SITES ARE
LEFT IDLE FOR WEEKENDS AND HOLIDAYS.
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 EROSION CONTROL QUANTITIES:

INLET PROTECTION (5 EA)

SOD (2,546 SF)

0 10' 20'


